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The listed items are serially available. 
Format p / s: basic height 40 mm, adjustable range 20 mm 
Concerning other mast types, other truck manufacturers and other piston rod diameters solutions are under way – please ask for! 
 
Piston rod 

Diam. 
Item Description Mast type rec. retail 

price 

37 mm ASB-0370-0650-t40s Lowering Stop 0370-0650-t40s; incl. assembly material / manual for Linde Mast 180-Standard  

46 mm ASB-0460-0740-p Adjustable Lowering Stop 0460-0740-p; incl. assembly material / manual for Linde Mast 185-Standard  

52 mm ASB-0520-0800-p Adjustable Lowering Stop 0520-0800-p; incl. assembly material / manual for Linde Mast 186-/188-/189-Standard  

55 mm ASB-0550-0830-p Adjustable Lowering Stop 0550-0830-p; incl. assembly material / manual for Linde Mast 161-2-Stage, 162-3-Stage, 189-Standard  

58 mm ASB-0580-0860-p Adjustable Lowering Stop 0580-0860-p; incl. assembly material / manual for Linde Mast 180-2-Stage/-3-Stage  

60 mm ASB-0600-0880-p Adjustable Lowering Stop 0600-0880-p; incl. assembly material / manual for Linde Mast 166-Standard  

63 mm ASB-0630-0910-p Adjustable Lowering Stop 0630-0910-p; incl. assembly material / manual for Linde Mast 183-2-Stage/-3-Stage  

68 mm ASB-0680-0960-p Adjustable Lowering Stop 0680-0960-p; incl. assembly material / manual for Linde Mast 170-Standard, 185-2-Stage/-3-Stage  

77 mm ASB-0770-1050-p Adjustable Lowering Stop 0770-1050-p; incl. assembly material / manual for Linde Mast 186-/188-2-Stage/-3-Stage  

77 mm ASB-0770-1050-s Adjustable Lowering Stop 0770-1050-s; incl. assembly material / manual for Linde Mast 170-Standard  

80 mm ASB-0800-1080-p Adjustable Lowering Stop 0800-1080-p; incl. assembly material / manual for Linde Mast 189-2-Stage/-3-Stage  

85 mm ASB-0850-1130-p Adjustable Lowering Stop 0850-1130-p; incl. assembly material / manual for Linde Mast 189-2-Stage/-3-Stage  

92 mm ASB-0920-1200-p Adjustable Lowering Stop 0920-1200-p; incl. assembly material / manual for Linde Mast 167-2-Stage, 168-3-Stage  

 
 
The adjustable lowering stop is mountable to standard masts, 2-stage masts and 3-stage masts. 
To prepare 2-stage masts or 3-stage masts the lowering stop is to be mounted to the middle cylinder. 
To prepare standard masts both outer cylinders are to be equipped with a lowering stop. 
 


