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The listed items are serially available. 
Format p: basic height 40 mm, adjustable range 20 mm 
Format n: same as format p, additional adaptor is needed 
Concerning other mast types, other truck manufacturers and other piston rod diameters solutions are under way – please ask for! 
 
Piston rod 

Diam. 
Item Description Truck types rec. retail 

price 

44,5 mm ASB-0445-0740-p Lowering Stop 0445-0740-p; Yale ERC/ERP 16-20 AAF/ATF  

  incl. assembly material / manual Yale Veracitor VX 16-20S  

   with 2-stage-/3-stage masts  

44,5 mm ASB-0445-0740-p Lowering Stop 0445-0740-p; Hyster J 1,60 – 2,00 XMT ACX  

  incl. assembly material / manual Hyster E 1,50 – 1,75 XM ACX, E 2,00 XMS ACX  

   Hyster H 1,60 – 2,00 FT, H 2,00 FTS  

   with 2-stage-/3-stage masts  

44,5 mm ASB-0445-0635-n Lowering Stop 0445-0635-n; Yale ERC 20-30 AGF, ERP 20-32 ALF  

  incl. assembly material / manual Yale Veracitor VX 22-35  

   with 2-stage-/3-stage masts  

44,5 mm ASB-0445-0635-n Lowering Stop 0445-0635-n; Hyster J 2,00 – 3,20 XM ACX  

  incl. assembly material / manual Hyster E 2,00 – 3,20 XM ACX  

   Hyster H 2,50 – 3,50 FT  

   with 2-stage-/3-stage masts  

 
To prepare 2-stage masts or 3-stage masts the lowering stop is to be mounted to the middle cylinder. 
 
 


